Ei.CO

CAPACITY

OPTIONS

TECHNICAL SPECIFICATIONS

PRODUCT CAPACITY (90z DRINK)

Leaf Tea (Gram Throw 2.5g) 3500g / 1400 drinks
Chocolate (Gram Throw 20g) 2450g / 120 drinks
Sugar 3900g
Granulated Milk 1350g / 337 drinks
Instant Coffee (Gram Throw 1.8g) 1010g / 560 drinks
Soup (Gram Throw 14.6g) 1200g / 82 drinks
CUP CAPACITY (90z / 1202)

Cups | 479 / 82 drinks

ITEM DESCRIPTION AS STANDARD
Audit Capability Via LCD Display Standard
Automatic Cup Dispenser | 9oz cups Standard

Cup Sensor Cup sensor & stand (for use of own cup & Standard
jug)

Display 4-line LCD instruction display Standard

Water Filter Specify 3M or Brita kit & filter Optional

Payment System Moist Coin, note or cashless system Optional
Lockable Cash Box Optional

ELECTRICAL SERVICES & RATINGS — POWER

Voltage (Volts) 230-240

Current (Amps) 13

Frequency (Hz) 50

ENERGY CONSUMPTION

Idle Phase (watts hrs / hr) 173

Vending Phase 550

Per Litre (watts hrs / hr) 98

EVA / EMP Rating A+

WATER REQUIREMENTS

Pressure 138 kpa (1.37 Bar) min —
828 kpa (8.27 Bar) max

Supply 15 mm BSP from rising
main with a stop tap

DIMENSIONS

Width (mm) 710

Height (mm) 1830

Depth (mm) 695

Minimum distance from back wall to rear of cabinet (mm) 100

Weight (approx. kg) 165




