
snackpoint
12 MONTH CHECK UP! 



Clean thouroughly and test probes 
Check Fans moving smoothly
Check cut out temperature

Disconnect and Remove  - 

Check that all trays pull out/push in
and lock correctly 
Replace machine LED lights if
required

12 month Check up!

Tools Required
PAT Tester
Portable Hoover
Cross Head Screwdriver
LED Strip Lights (if required)

Estimated Labour Time - 0.5hrs

Key areas to look at: 

Safety Checks:
PAT test machine - Insulation &
Earth Bond only 
Check Mains Lead - for damage/do
not connect to extension lead
Check Fuses -correct value and type 
Check Looms - connections are free
from damage and fully secured

FRIDGE

TRAYS &

LED'S

VENDS 
Test vend all selections
With door closed, check all
selection prices are correct 

COIN

MECH

Clean / Test / Refill
Check reject mechanism
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PARTS 
LIST

Temperature
Probe

PN: 1021324

Tangential
Fan

PN: 1021389

Spiral Ejector

PN: 1021359

Motor -
Spiral 
SNACKS

PN: 1021553

Motor - 
Condensor 
Fan 

PN: 1021391

Fan 
Blade 
23mm 

PN: 1021722

Motor - 
Spiral
BOTTLES & CANS 

PN: 1021558

Motor -
Double
Spiral

PN: 1021555


